
The Keystone Standard - Planter unit offers an innovative planting system that can produce a lush blanket of irrigated 
vegetation. Keystone Standard - Planter units are designed as an accent feature working together with the traditional 
Keystone Standard units to create beautiful walls with superior structural performance.

Aesthetics

•  The ability to support rich plant life offers 
degrees of depth and color never before 
available.

• Wall designer has full control of the   
   amount of planting in the wall.

Maximum Versatility and Performance

•  Height-to-depth ratio delivers superior 
construction stability, durability, and strength.

• Higher unit-to-unit shear resistance.

• Minimal setback requirements allow for near 
   vertical walls.

•  Provides pockets to hold planting soil which 
creates a healty growth environwment for 
plant roots.

Ease of Installation

•  Irrigation lines fit naturally into pre-formed 
slots, holding them in place while hiding 
them from view.

•  Shape of the tail design makes for easier 
handling in the field.

•  Triangular shaped pin connection  
hole allows for installer-friendly 
construction adjustments.

FEATURES & BENEFITS

Unit Dimensions: 
8"h x 18"w x 18 - 21½"d   
(203mm x 457mm x 545mm)

Unit Weights:  
95 lbs  (43 kg)

Units/sq.ft.: 1

Pin Specifications: 
½" x 5¼" Fiberglass Alignment Pins 
(13mm x 133mm)
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Note: Unit color, dimensions, weight & availability varies by manufacturer.

P L A N T E R

Available in Select Markets



S T R U C T U R A L  W A L L  |  K E Y S T O N E  S T A N D A R D®  -  P L A N T E R
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Crushed stone drainage 
fill at back cavity and 
space between units

Fiberglass pin
" (15mm) flexible drip irrigation line 

in prepared slot. Move to back of slot 
to limit visual exposure.

Irrigation System Detail

Drip emitter located at center line of 
each cell
Plantable fill placed in front cavity of 
planter unit where planting will occur. 
If not to be planted, cavity can be 
filled with crushed stone or left void.

18" (457mm) O
.C.

Interlocking 
fiberglass pins

Geogrid soil 
reinforcement as 
required

Keystone Standard 
unit

8" (203mm)

21½" (545mm)

Irrigation line with drip 
emitters at planting 
pockets

3⅝" x 1" 
(92mm x 25mm)
irrigation line slot

Keystone Standard - 
Planter unit

18" (457mm)

5½" (140mm) offset 
for planter units

3⅝" x 1" 
(92mm x 25mm)
Irrigation line slot

Consult your 
local Keystone 
representative for 
options of face 
texture and color.

Drainage  
holes in bottom 
of unit allows 
for root growth.

Planting  
cavity fits one 
gallon container 
plants and 
smaller.

Assembly of System  
Components

Keystone cap unit
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